
BasikBench  
Single-sided, 2 inch Post Support Frame

BB
HEIGHT DEPTH LENGTH C/G A/K

PROJECT NAME:

COLOR ITEM NO .

QUANTITY

BBFXPV046-IN  = 46” 
BBFXPV096-IN  = 96” 
BBFXPV168-IN   = 168” 

Sizes availble: (Height x Depth x Length )   
 

 


 

 
 
 
 

 
 

 
 

 

 



 



 

 

Services on Right Post
(see below for Piping Options)

Services on Left Post
(see below for Piping Options)

REINFORCED PVC (air, vacuum, nitrogen)

BBFXSP046-IN  = 46” 
BBFXSP096-IN  = 96” 
BBFXSP168-IN   = 168” 














BRAIDED STAINLESS STEEL (gas)

BBFXPV046-IN  = 46” 
BBFXPV096-IN  = 96” 
BBFXPV168-IN   = 168” 

HOSE TYPE/LENGTH

REINFORCED PVC (air, vacuum, nitrogen)

BBFXSP046-IN  = 46” 
BBFXSP096-IN  = 96” 
BBFXSP168-IN   = 168” 

BRAIDED STAINLESS STEEL (gas)

NO FIXTURE 

BB84XXXX-XX

 

84x30x36
84x30x42
84x30x48
84x30x54
84x30x60
84x30x66
84x30x72

84x36x36
84x36x42
84x36x48
84x36x54
84x36x60
84x36x66
84x36x72

-

feet:  (pick one only)
  Caster  Glide

  Assembled  Knockdown


HOSE TYPE/LENGTH

NO FIXTURE 

BBFXPV046-IN  = 46” 
BBFXPV096-IN  = 96” 
BBFXPV168-IN   = 168” 

REINFORCED PVC (air, vacuum, nitrogen)

BBFXSP046-IN  = 46” 
BBFXSP096-IN  = 96” 
BBFXSP168-IN   = 168” 

BRAIDED STAINLESS STEEL (gas)


HOSE TYPE/LENGTH

NO FIXTURE 














BBFXPV046-IN  = 46” 
BBFXPV096-IN  = 96” 
BBFXPV168-IN   = 168” 

HOSE TYPE/LENGTH

REINFORCED PVC (air, vacuum, nitrogen)

BBFXSP046-IN  = 46” 
BBFXSP096-IN  = 96” 
BBFXSP168-IN   = 168” 

BRAIDED STAINLESS STEEL (gas)

NO FIXTURE 
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